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CUTTING MECHANISMS FOR OWN ASSEMBLY  

The gears that are used for cutting 
mechanisms are induction 
hardened.
The M120, M150 and M200 cutting 
mechanisms are secured with a 
clamping sleeve. The smaller 
mechanisms from M60 to M100 are 
secured with shear pins.

Cutting blades made of  wear-resistant 
steel.
Thanks to many years of experience in the 
field of wood processing, we have 
developed innovative cutting shafts, that 
allowed to obtain:
- larger cutting diameter,
- greater strength,
- lower cutting resistance and
- lower energy consumption.

In addition to the PTO drive shaft, 
the cutting mechanisms have an 
additional shaft stub for the flywheel 
(to relieve the driving tractor) or 
pulleys (alternative drive, e.g. by an 
electric motor).
Shafts are mounted on closed ball 
bearings, covered with lids.

Lifting handle.

Gear cover.

PTO shaft cover.

Roller cover for pulley / flywheel.

Patented blade system for 
cutting shafts.
Thanks to the wide washer, 
the knife pressure on the 
shaft is evenly distributed 
over a larger surface.

Due to the shift of the blade 
rake angle, the cutting 
resistance and the energy 
needed for cutting has 
been significantly reduced.

   M-40    M-60    M-80     M-100    M-120     M-150       M-200

Manufacturer's website:  www.carrezleon.com

Threaded holes for mounting covers.

Induction hardened gears.

Hardened and tempered 
PTO shaft.

Mounting holes.

Clamp-expansion clutch to 
determine the axis of 

cutting shafts, it also has 
an anti-overload function.

Strong welded construction 
(fully demountable cutting mechanism for 
maintenance or replacement of bearings).



CUTTING MECHANISMS

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT OF MECHANISM:

MAX DIAMETER 
OF CUTTING

10/15 HP
40 mm
35 mm
30 mm

5-12 cm
30 kg

dry hard wood:
LENGTH OF 

CUTTING 4-blade mechanism:
10-15 cm

1.6 inch
1.4 inch
1.2 inch

2.0-4.7 inch
66 Lbs.

3.9-5.9 inch

2.4 inch
2.0 inch
1.6 inch

2.0-3.9 inch
121 Lbs.

3.5-5.9 inch

3.1 inch
2.6 inch
2.4 inch

2.0-4.7 inch
132 Lbs.

3.5-5.9 inch

3,9 inch
3.5 inch
3.1 inch

2.8-5.5 inch
165 Lbs.

3.5-7.1 inch

4.7 inch
4.3 inch
3.9 inch

2.0-3.9 inch
220 Lbs.

3.1-5.9 inch

5.5 inch
5.1 inch
4.7 inch

3.9-5.9 inch
419 Lbs.

4.7-7.1 inch

6.7 inch
6.3 inch
5.9 inch

5.9-9.8 inch
661 Lbs.

7.1-11.8 inch

2-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT OF MECHANISM:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 6-blade mechanism:
4-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT OF MECHANISM:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 6-blade mechanism:
4-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT OF MECHANISM:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 6-blade mechanism:
4-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT OF MECHANISM:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 8-blade mechanism:
6-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT OF MECHANISM:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 8-blade mechanism:
6-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT OF MECHANISM:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 8-blade mechanism:
6-blade mechanism:

10/20 HP
60 mm
50 mm
40 mm

9-15 cm
5-10 cm

55 kg

10/20 HP
80 mm
70 mm
60 mm

9-15 cm
5-12 cm

60 kg

15/25 HP
100 mm

90 mm
80 mm

9-18 cm
7-14 cm

75 kg

25/35 HP
120 mm
110 mm
100 mm
8-15 cm
5-10 cm

100 kg

45/80 HP
140 mm
130 mm
120 mm

12-18 cm
10-15 cm

190 kg

90/150 HP
170 mm
160 mm
150 mm

18-30 cm
15-25 cm

300 kg

*On sale mechanisms painted in black. M-40

M-60

M-80

M-100

M-120

M-150

M-200

5
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WOOD CHIPPERS PTO DRIVE                                      STANDARD

1 3/8 inch PTO shaft cover, shaft 
made of tempered material.
To drive the chipper, we 
recommend using power 
transmission shafts with shear 
pins, available in our offer.

Each chipper is equipped with a 
single bag holder, for easy packing 
the processed material in raschel 
bags that facilitate drying.
Holders for double bags are also 
available.

All models have an additional shaft 
for the flywheel (to support the 
driving tractor) or pulley 
(alternative drive, e.g. by an electric 
motor).
 

Lifting handle. 

Ball hitch to the trailer. 

Safety switch. 

Long fold-out inlet.

Shaft guard for flywheel.

Single bag holder.

Flywheel with cover
(optional):
R-80 24 kg
R-100, R-120 40 kg
R-150 55 kg

3-point hitch.

Wood chipper powder coated.

www.carrezleon.com



WOOD CHIPPERS PTO DRIVE                                      STANDARD

R-80

R-100

R-120

R-150

10/20 HP
60 mm
50 mm
40 mm

9-15 cm
5-10 cm

120 kg

2.4 inch
2.0 inch
1.6 inch
3.5-5.9 inch
2.0-3.9 inch
265 Lbs.

3.1 inch
2.6 inch
2.4 inch
3.5-5.9 inch
2.0-4.7 inch
287 Lbs.

3.9 inch
3.5 inch
3.1 inch
3.5-7.1 inch
2.8-5.5 inch
320 Lbs.

4.7 inch
4.3 inch
3.9 inch
3.1-5.9 inch
2.0-3.9 inch
375 Lbs.

5.5 inch
5.1 inch
4.7 inch
4.7-7.1 inch
3.9-5.9 inch
639 Lbs.

10/20 HP
80 mm
70 mm
60 mm

9-15 cm
5-12 cm

130 kg

15/25 HP

100 mm
90 mm
80 mm

9-18 cm
7-14 cm

145 kg

25/35 HP
120 mm
110 mm
100 mm
8-15 cm
5-10 cm

170 kg

45/80 HP
140 mm
130 mm
120 mm

12-18 cm
10-15 cm

290 kg

4 m /h

6 m /h

8 m /h

10m /h

14m /h
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R-60

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 6-blade mechanism:
4-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 6-blade mechanism:
4-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 6-blade mechanism:
4-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 8-blade mechanism:
6-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 8-blade mechanism:
6-blade mechanism:

PTO DRIVE

PTO DRIVE

PTO DRIVE

PTO DRIVE

PTO DRIVE

www.carrezleon.com
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WOOD CHIPPERS WITH CONVEYOR                            STANDARD

The turntable conveyors belts have a 
hydraulic drive with a flow regulator. 

Conveyors belts  can work along the 
chipper or can be turned to the side.

The conveyor belt is equipped with 
paddels (made of galvanized steel).

Chippers with conveyors belts have 
a frame made of steel profiles, 
which is equipped with a 
ball-and-pin coupler.  

Safety switch.

Fold-out belt conveyor with steel paddels (hydraulically driven).

Ball and pin coupler to the trailer.

3-point hitch, I and II cat.

Welded frame made of steel profiles.

Wood chipper powder coated.

www.carrezleon.com



WOOD CHIPPERS WITH CONVEYOR                            STANDARD
R-100

R-120

R-150

15/25 HP
100 mm

90 mm
80 mm

9-18 cm
7-14 cm

255 kg

25/35 HP
120 mm
110 mm
100 mm

8-15 cm
5-10 cm

290 kg

45/80 HP
140 mm
130 mm
120 mm

12-18 cm
10-15 cm

415 kg

230/25 cm

230/25 cm
300/30 cm

300/30 cm

2.3m 8m /h

3m 14m /h

9

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

LENGTH / WIDTH CONVEYOR BELT:
WEIGHT:

LENGTH OF 
CUTTING 

4-blade mechanism:
6-blade mechanism:

LENGTH / WIDTH 
CONVEYOR BELT:
WEIGHT:

LENGTH OF 
CUTTING 

6-blade mechanism:
8-blade mechanism:

LENGTH / WIDTH CONVEYOR BELT:
WEIGHT:

LENGTH OF 
CUTTING 

6-blade mechanism:
8-blade mechanism:

3.9 inch
3.5 inch
3.1 inch

3.5-7.1 inch
2.8-5.5 inch
90.5/9.8 inch
562 Lbs.

4.7 inch
4.3 inch
3.9 inch

3.1-5.9 inch
2.0-4.7 inch

90.5/9.8 inch

639 Lbs.

5.5 inch
5.1 inch
4.7 inch

4.7-7.1 inch
3.9-5.9 inch
118.1/12.8 inch
915 Lbs.

PTO DRIVE

PTO DRIVE

PTO DRIVE

10m /h3m
2.3m

www.carrezleon.com



10

GASOLINE WOOD CHIPPERS                                       STANDARD

STANDARD gasoline chippers are 
equipped with four-stroke internal 
combustion engines. In the RS-120 
OFF ROAD version, the engine has 
an electric start.

The RS-100 and RS -120 OFF ROAD 
models are equipped with large 
off-road wheels and have an 
additional ball-and-pin coupler.

All gasoline chippers have an 
additional emergency stop switch.

Safety switch. 

Pneumatic wheels for manual transport.

Only RS-120 version with alternative PTO drive, 3-point hitch.

RS-80
6m /h

ENGINE POWER: 

MAX DIAMETER 
OF CUTTING

7 HP
75 mm
65 mm
55 mm

fresh hard wood:
fresh soft wood:

dry hard wood:
9-15 cm
5-12 cm

LENGTH OF 
CUTTING 

4-blade mechanism:
6-blade mechanism:

3m /h
RS-60

ENGINE POWER: 

MAX DIAMETER 
OF CUTTING

7 HP
60 mm
50 mm
40 mm

fresh hard wood:
fresh soft wood:

dry hard wood:

7-12 cm
LENGTH OF 

CUTTING 4-blade mechanism:

100 kgWEIGHT:

170 kgWEIGHT:

3.0 inch
2.6 inch
2.2 inch
3.5-5.9 inch
2.0-4.7 inch

375 Lbs.

2.4 inch
2.0 inch
1.6 inch

3.5-5.9 inch

220 Lbs.

www.carrezleon.com



GASOLINE WOOD CHIPPERS                                       STANDARD

8m /h

10m /h

11

15 HP 

100/120 mm
90/110 mm
80/100 mm

25/35 HP 

RS-100

RS-120

RS-120
OFF-ROAD10m /h

8-15 cm
5-10 cm

270 kg

15 HP
90 mm
80 mm
70 mm

9-18 cm
7-14 cm

225 kg

 15  HP
100 mm

90 mm
80 mm

8-15 cm
5-10 cm

30 kg

ENGINE POWER: 

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

WEIGHT:

LENGTH OF 
CUTTING 6-blade mechanism:

4-blade mechanism:

ENGINE POWER: 

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING dry hard wood:

WEIGHT:

LENGTH OF 
CUTTING 8-blade mechanism:

6-blade mechanism:

MINIMUM / RECOMMENDED POWER:

ENGINE POWER:

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

FLYWHEEL WEIGHT:
420 kgWEIGHT:

LENGTH OF 
CUTTING 8-blade mechanism:

6-blade mechanism:

10m /h

 15  HP
100 mm

90 mm
80 mm

8-15 cm
5-10 cm

30 kg

ENGINE POWER:

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

FLYWHEEL WEIGHT:
for registrationPLATFORM TRAILER:

LENGTH OF 
CUTTING 8-blade mechanism:

6-blade mechanism:

RS-120
TRAILER

3.5 inch
3.1 inch
2.6 inch
3.5-7.1 inch
2.8-5.5 inch
496 Lbs.

3.9/4.7 inch
3.5/4.3 inch
3.1/3.9 inch
3.1-5.9 inch
2.0-3.9 inch
595 Lbs.

3.9 inch
3.5 inch
3.1 inch

3.1-5.9 inch
2.0-3.9 inch

926 Lbs.
66 Lbs.

3.9 inch
3.5 inch
3.1 inch
3.1-5.9 inch
2.0-3.9 inch
66 Lbs.

15 HP & PTO DRIVE

15 HP

www.carrezleon.com
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ELECTRIC WOOD CHIPPERS                                             STANDARD

The RE series choppers are 
equipped with brushless (induction) 
electric motors and penuatic 
wheels for manual transport.

We manufacture cutting blades 
from wear-resistant steel.

The service life of the blades is 
about 100-150 m3. The blades can 
be sharpened.

The devices are powered by 400V 
three-phase  (AC).
There are START - STOP buttons on 
the power box, the chippers also 
have a safety switch surrounding the 
inlet.

Safety switch.

Handle for manual transport.

Welded frame with wheels for manual transport.

RE-80 4 or 5.5 kW
RE-100 and RE-120  7.5 kW3-phase electric motor, 400 V (brushless):

Electric switchbox with START-STOP buttons.

Only in the RE-120 version with an alternative PTO drive, 3-point.

Long reinforced fold-out input.

Wood chipper powder coated.

www.carrezleon.com



RE-80
5.5 kW

RE-100
7.5 kW

RE-120

5.5 kW
75 mm
65 mm
55 mm

9-15 cm
5-12 cm

180 kg

7,5 kW

90 mm
80 mm
70 mm

9-18 cm
7-14 cm

240 kg

 7,5 kW

8-15 cm
5-10 cm

290 kg

10m /h

8m /h

25/35 HP

6m /h

ELECTRIC WOOD CHIPPERS                                             STANDARD

100/120 mm
90/110 mm
80/100 mm

ELECTRIC MOTOR POWER:

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

WEIGHT:

LENGTH OF 
CUTTING 6-blade mechanism:

4-blade mechanism:

ELECTRIC MOTOR POWER:

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

WEIGHT:

LENGTH OF 
CUTTING 6-blade mechanism:

4-blade mechanism:

ELECTRIC MOTOR POWER:

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

WEIGHT:

LENGTH OF 
CUTTING 8-blade mechanism:

6-blade mechanism:

MINIMUM / RECOMMENDED POWER:

3.0 inch
2.6 inch
2.2 inch
3.5-5.9 inch
2.0-4.7 inch
397 Lbs.

3.5 inch
3.1 inch
2.6 inch
3.5-7.1 inch
2.8-5.5 inch
529 Lbs.

3.9/4.7 inch
3.5/4.3 inch
3.1/3.9 inch
3.1-5.9 inch
2.0-3.9 inch
639 Lbs.

13

7.5 kW & PTO DRIVE

www.carrezleon.com
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  WOOD CHIPPERS PTO DRIVE                                     PROFESSIONAL

Chippers for tractors of the 
PROFESSIONAL series have a frame 
made of steel profiles which is 
equipped with ball-and-pin coupler 
for trailer.  

In the chippers of the RP series, 
the power shaft is made of 
high-strength material.
Chippers from RP-100 to RP-150 
have a 1 3/8 inch PTO shaft. The 1 
3/4 inch PTO shaft is intended for 
RP-200 version.

All models include an additional 
flywheel shaft (to relieve the tractor 
when mounting with a chipper).
Recommended chopper flywheels:

40 kg
55 kg
80 kg 

Lifting handle.

Cutting mechanisms of the PROFESSIONAL 
series are equipped with bearings and cutting 
shafts of greater strength.

Ball-and-pin coupler for trailer.

Safety switch. 

Long reinforced fold-out inlet.

Single bagholder. 

Flywheel with cover:
(optional)
RP-100 & RP-120 40 kg
RP-150 55 kg 
RP-200 80 kg

3-point.

Strong welded frame made of steel profiles.

Wood chipper powder coated.

www.carrezleon.com



  WOOD CHIPPERS PTO DRIVE                                     PROFESSIONAL
RP-100

RP-120

RP-150

15/25 HP
100 mm

90 mm
80 mm

9-18 cm
7-14 cm

185 kg

25/35 HP
120 mm
110 mm
100 mm
8-15 cm
5-10 cm

230 kg

45/80 HP
140 mm
130 mm
120 mm

12-18 cm
10-15 cm

320 kg

RP-200

90/150 HP
160 mm
150 mm
140 mm

18-30 cm
15-25 cm

470 kg

8 m /h

10m /h

14m /h

18m /h

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 6-blade mechanism:
4-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 8-blade mechanism:
6-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 8-blade mechanism:
6-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 8-blade mechanism:
6-blade mechanism:

3.9 inch
3.5 inch
3.1 inch
3.5-7.1 inch
2.8-5.5 inch
408 Lbs.

4.7 inch
4.3 inch
3.9 inch
3.1-5.9 inch
2.0-3.9 inch
507 Lbs.

5.5 inch
5.1 inch
4.7 inch
4.7-7.1 inch
3.9-5.9 inch
705 Lbs.

6.3 inch
5.9 inch
5.5 inch
7.1-11.8 inch
5.9-9.8 inch
1036 Lbs.

15

PTO DRIVE

PTO DRIVE

PTO DRIVE

PTO DRIVE

www.carrezleon.com
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WOOD CHIPPERS WITH CONVEYOR                               PROFESSIONAL

Chippers with PTO drive belts from 
PROFESSIONAL series are equipped 
with belt winch for positioning the 
conveyor height and a chain for 
locking the position.

The turntable conveyors have a 
hydraulic drive with a flow regulator.

Belt conveyors can work along or 
across the chipper.

The conveyor belt is equipped with 
paddels (made of galvanized steel).

Chip conveyor belts are available in 
3 working lengths: 230, 300 and 400 
cm.

Shaft cover. 

Safety switch.

Torsional, foldable belt conveyor with steel paddels (hydraulically driven).

Manual belt winch 
with safety chain.

1/2‘’ hydraulic quick couplings.

Strong, welded frame made of steel profiles.

Flywheel with cover:
(optional)
RP-100 & RP-120 40 kg
RP-150 55 kg 
RP-200 80 kg

Long reinforced fold-out droplet.

Wood chipper powder coated.

Cutting mechanisms of the PROFESSIONAL series are 
equipped with bearings and cutting shafts of increased durability. 

www.carrezleon.com



WOOD CHIPPERS WITH CONVEYOR                               PROFESSIONAL

RP-150

RP-200

25/35 HP
120 mm
110 mm
100 mm
8-15 cm
5-10 cm

310 kg

90/150 HP
160 mm
150 mm
140 mm

18-30 cm
15-25 cm

600 kg

230/25 cm

300/30 cm

45/80 HP
140 mm
130 mm
120 mm

12-18 cm
10-15 cm

440 kg
300/30 cm

RP-200
SUPER

70/100 HP
170 mm
160 mm
150 mm

18-30 cm
15-25 cm

800 kg
400/40 cm

80 kg

2.3m 10m /h

3m 14m /h

3m 18m /h

4m 18m /h

17

FLYWHEEL WEIGHT: 

RP-100

RP-120

15/25 HP
100 mm

90 mm
80 mm

9-18 cm
7-14 cm

275 kg
230/25 cm

2.3m 8m /h
MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

LENGTH / WIDTH CONVEYOR BELT: 
WEIGHT:

LENGTH OF 
CUTTING 

4-blade mechanism:
6-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

LENGTH / WIDTH CONVEYOR BELT: 
WEIGHT:

LENGTH OF 
CUTTING 

6-blade mechanism:
8-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

LENGTH / WIDTH CONVEYOR BELT: 
WEIGHT:

LENGTH OF 
CUTTING 

6-blade mechanism:
8-blade mechanism:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

LENGTH / WIDTH CONVEYOR BELT: 
WEIGHT:

LENGTH OF 
CUTTING 

6-blade mechanism:
8-blade mechanism:

LENGTH / WIDTH CONVEYOR BELT: 
WEIGHT:

MINIMUM / RECOMMENDED POWER: 

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 
6-blade mechanism:
8-blade mechanism:

3.9 inch
3.5 inch
3.1 inch
3.5-7.1 inch
2.8-5.5 inch

606 Lbs.
90.5/9.8 inch

118.1/12.8 inch

5.5 inch
5.1 inch
4.7 inch
4.7-7.1 inch
3.9-5.9 inch

970 Lbs.

4.7 inch
4.3 inch
3.9 inch
3.1-5.9 inch
2.0-3.9 inch

683 Lbs.
90.5/9.8 inch

6.3 inch
5.9 inch
5.5 inch
7.1-11.8 inch
5.9-9.8 inch

1323 Lbs.
118.1/12.8 inch

6.7 inch
6.3 inch
5.9 inch
7.1-11.8 inch
5.9-9.8 inch

1764 Lbs.

154 Lbs.
157.4/15.7 inch

PTO DRIVE

PTO DRIVE

PTO DRIVE

PTO DRIVE

www.carrezleon.com
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GASOLINE WOOD CHIPPERS                               PROFESSIONAL

The cutting blades used in 
combustion and electric chippers 
are sharpened at two angles, 
thanks to which the cutting 
resistance is significantly reduced.
 
The blades are made of 
wear-resistant steel.

The RPS and RPE series chippers are 
equipped with a flywheel with 
retraction function (jam release).

Thanks to the split transmission 
cover, the access to gear lubrication 
is easy. 

RPS series wood chippers are 
equipped with a ball-and-pin 
coupling.

It is possible to use large single 
OFFROAD 18x8.50 wheels.

Drawbar for ball hitch with rotary support wheel.

Lifan 4-stroke internal combustion engine:

Off-road chassis (it is possible to mount the chassis 
on individual 18x8.50 OFFROAD wheels).

Safety switch.

Turntable base (360°) with position locking.  
Trailer approved for road transport.

Folding belt conveyor with steel paddles, available in 
three lengths: 230 and 300 cm.
 

Manual belt winch 
with safety chain.

RPS-120 27HP

Wood chipper powder coated.

www.carrezleon.com



GASOLINE WOOD CHIPPERS                               PROFESSIONAL

27 HP
110 mm
100 mm

90 mm
8-15 cm
5-10 cm

290 kg

27 HP
110 mm
100 mm

90 mm
8-15 cm
5-10 cm

340 kg
300/25 cm
230/25 cm

27 HP
110 mm
100 mm

90 mm
8-15 cm
5-10 cm

460 kg
300/25 cm
230/25 cm

360˚

27 HP
110 mm
100 mm

90 mm
8-15 cm
5-10 cm

640 kg
300/25 cm
230/25 cm

360˚

19

RPS-120

RPS-120

RPS-120
TURNTABLE

RPS-120
TRAILER

ENGINE POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 
6-blade mechanism:
8-blade mechanism:

ENGINE POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING

dry hard wood:
LENGTH OF 

CUTTING 
6-blade mechanism:
8-blade mechanism:

LENGTH / WIDTH 
CONVEYOR BELT: 

ENGINE POWER: 

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING dry hard wood:

LENGTH OF 
CUTTING 

6-blade mechanism:
8-blade mechanism:

LENGTH / WIDTH 
CONVEYOR BELT: 

ROTATION OF WOODCHIPPERS     

ENGINE POWER:

fresh hard wood:
fresh soft wood:

WEIGHT:

MAX DIAMETER 
OF CUTTING dry hard wood:

LENGTH OF 
CUTTING 

6-blade mechanism:
8-blade mechanism:

LENGTH / WIDTH 
CONVEYOR BELT: 

ROTATION OF WOODCHIPPERS     

4.3 inch
3.9 inch
3.5 inch
3.1-5.9 inch
2.0-3.9 inch
640 Lbs.

4.3 inch
3.9 inch
3.5 inch
3.1-5.9 inch
2.0-3.9 inch

750 Lbs.

90.5/9.8 inch
118.1/9.8 inch

4.3 inch
3.9 inch
3.5 inch
3.1-5.9 inch
2.0-3.9 inch

1014 Lbs.

90.5/9.8 inch
118.1/9.8 inch

4.3 inch
3.9 inch
3.5 inch
3.1-5.9 inch
2.0-3.9 inch

1411 Lbs.

90.5/9.8 inch
118.1/9.8 inch

6 m /h

11m /h3.0m

11m /h3.0m

11m /h2.3m

27 HP

27 HP

www.carrezleon.com
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ELECTRIC WOOD CHIPPERS                                PROFESSIONAL

The RPS and RPE series choppers are 
equipped with a flywheel with 
retraction function (jam release).
Thanks to the split transmission 
cover, the access to gear lubrication 
is easy.

The electric chippers of the 
PROFESSIONAL series have a 
switching box with a main switch 
and start-stop buttons, and an 
emergency switch.
In RPE-120 RPE-200 versions, the 
chippers have an automatic 
star-delta starting switch.

Fold-out conveyor belts work 
parallel to the chipper.
Conveyor belts for electric chippers 
are available in 3 working lengths:
RPE-120, 300 cm
RPE-200, 300 or 400 cm

11 kW

110 mm
100 mm

90 mm

8-15 cm
5-10 cm

250 kg

ELECTRIC MOTOR POWER:

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

WEIGHT:

LENGTH OF 
CUTTING 

6-blade mechanism:
8-blade mechanism:

4.3 inch
3.9 inch
3.5 inch

3.1-5.9 inch
2.0-3.9 inch
551 Lbs.

18-30 cm
15-25 cm

950/1000 kg

400/40 cm
300/30 cm

WEIGHT:

LENGTH OF 
CUTTING 

6-blade mechanism:
8-blade mechanism:

LENGTH / WIDTH 
CONVEYOR BELT: 

22 kW
160 mm
150 mm
140 mm

ELECTRIC MOTOR POWER:

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

5.9 inch
5.1 inch
4.3 inch

118.1/12.8 inch

7.1-11.8 inch
5.9-9.8 inch

2094/2205 Lbs.

157.4/15.7 inch

www.carrezleon.com

ELECTRIC CHIPPERS                                             PROFESSIONAL

18m /h4m
3m

10m /h3.0m

RPE-120

RPE-120

RPE-200

10m /h

11 kW
110 mm
100 mm

90 mm

ELECTRIC MOTOR POWER:

fresh hard wood:
fresh soft wood:

MAX DIAMETER 
OF CUTTING

dry hard wood:

4.3 inch
3.9 inch
3.5 inch

8-15 cm
5-10 cm

320 kg
300/25 cm

WEIGHT:

LENGTH OF 
CUTTING 

6-blade mechanism:
8-blade mechanism:

LENGTH / WIDTH CONVEYOR BELT: 

3.1-5.9 inch
2.0-3.9 inch

1014 Lbs.
118.1/9.8 inch
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CUTTING AND SPLITTING SYSTEMRP-300

Min./recommended tractor power:

SPECIFICATIONS

Fresh soft wood:
Fresh hardwood:

Dry hardwood:

Cutting drum diameter:

Number of knives:

Hitch system:
Weight:

25/50 HP

Recommended PTO speed: 540 rpm

up to 150 mm
up to 140 mm

up to 130 mm

520 mm

2+1 counter blade

Cat. II

250 kg

RB-500

DRUM CHIPPERS

RB-500 PTO

Engine power:

SPECIFICATIONS

Fresh soft wood:
Fresh hardwood:

Dry hardwood:

Cutting drum diameter:

Number of knives:

Fuel:
Weight:

7 HP   

up to 50 mm
up to 40 mm

up to 30 mm

200 mm

2+1 counter blade

gasoline, 4-stroke

80 kg

RB-50

Min./recommended power:

SPECIFICATIONS

Max. wood cutting diameter:
Length/width conveyor belt

Recommended PTO speed:

PTO shaft drive:

Weight:

45/80 HP

up to 200 mm

Max. wood cutting length: up to 500 mm

300/40 or 400/40 cm

540 rpm

1 3/8 “ Z6

50 l/min

900 kg

RP-300

RB-50 GASOLINE

The cutting-splitting blade, it is 
possible to adjust the length of the 
material to be cut using hydraulic 
feed rollers.

The resulting pieces of wood are 
perfect as fuel.

The chipper RP-300 for cutting and 
splitting is an effective and efficient 
device for cutting and splitting wood 
with a diameter of up to 20 cm.
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DISC CHIPPERS-SHREDDERS

DISC CHIPPERS-SHREDDERS WITH DRIVE

RT-630 RT-630R RT-660R

Min./recommended power:
SPECIFICATIONS

Max. wood cutting diameter:
PTO rotational speed:

Cutting disc diameter:

Thickness/weight of cutting disc:

Number of knives:

The height of the ejection tube:

Weight:

15/45 HP   

120 mm/4.7 inch

540-1000 rpm

620 mm/24.4 inch

12 mm, 45 kg/0,5 inch, 99 Lbs

4 + counterblade

155 cm/61 inch

---

25/45 HP   

120 mm/4.7 inch

540-1000 rpm

620 mm/24.4 inch

12 mm, 45 kg/0,5 inch, 99 Lbs

4 + counterblade

155 cm/61 inch

min. 15 l/min

35/50 HP   

130 mm/5.1 inch

540-1000 rpm

620 mm/24.4 inch

20 mm, 60 kg/0,8 inch, 132 Lbs

4 + counterblade

255 cm/100 inch

min. 15 l/min

200 kg/440 Lbs 240 kg/528 Lbs 280 kg/617 Lbs

RT-630 RT-630R RT-660R

Engine type:
SPECIFICATIONS

Max. wood cutting diameter:
Type of supply:

Cutting disc diameter:

Thickness/weight of cutting disc:

Number of knives:

The height of the ejection tube:

Chassis:

Weight:

electric 7.5 kW 

120 mm/4.7 inch
3-phase, 400V

620 mm/24.4 inch

12 mm, 45 kg/0,5 inch, 99 Lbs

4 + counterblade

180 cm/71 inch

for manual transport

280 kg/550 Lbs

combustion engine 15 HP   

100 mm/3.9 inch
gasoline, 4-stroke

620 mm/24.4 inch

12 mm, 45 kg/0,5 inch, 99 Lbs

4 + counterblade

190 cm/75 inch

300 kg/660 Lbs

combustion engine 15 HP   

100 mm/3.9 inch
gasoline, 4-stroke

620 mm/24.4 inch

12 mm, 45 kg/0,5 inch, 99 Lbs

4 + counterblade

200 cm/79 inch

platform trailer

450 kg/990 Lbs

RTE-630 RTS-630 RTS-630

WITH HYDRAULIC 
PICKUP ROLLER

GRAVITY 
FEED

RTE-630 7.5kW
CHASSIS

FOR HAND TRANSPORT

RTS-630 15HP
CHASSIS  
OFFROAD

RTS-630 15HP
TRAILER 

FOR REGISTRATION

Hitch:  Ball hitch Ball hitch Bolt-ball hitch

www.carrezleon.com

WITH HYDRAULIC 
PICKUP ROLLER
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DISC CHIPPERS-SHREDDERS
RT-690R

RT-720RHRT-720R

Min./recommended power:
SPECIFICATIONS

Max. wood cutting diameter:
PTO rotational speed:

Cutting disc diameter:

Thickness/weight of cutting disc:

Number of knives:

The height of the ejection tube:

Weight:

Hydraulic supply:

35/50 HP   

130 mm/5.1 inch
540-1000 rpm

620 mm/24.4 inch

20 mm, 60 kg/0,8 inch, 132 Lbs

4 + counterblade

170 cm/66.9 inch

min. 30 l/min

330 kg/727 Lbs

RT-690R

from the tractor, 2x 1/2 inch quick coupler

35/50 HP   

130 mm/5.1 inch
540-1000 rpm

620 mm/24.4 inch

20 mm, 60 kg/0,8 inch, 132 Lbs

4 + counterblade

170 cm/66.9 inch

---

380 kg/550 Lbs

RT-690RH

separate hydraulic pump

Min./recommended power:
SPECIFICATIONS

Max. wood cutting diameter:
PTO rotational speed:

Cutting disc diameter:

Thickness/weight of cutting disc:

Number of knives:

The height of the ejection tube:

Weight:

Hydraulic supply:

55/80 HP   

170 mm/6.7 inch
540-1000 rpm

720 mm/28.3 inch

25 mm / 85 kg/1 inch, 187 Lbs

4 + counterblade

210 cm/83 inch

min. 30 l/min

450 kg/992 Lbs

RT-720R

from the tractor, 2x 1/2 inch quick coupler

RT-720RH

RT-690RH

55/80 HP   

170 mm/6.7 inch
540-1000 rpm

720 mm/28.3 inch

25 mm / 85 kg/1 inch, 187 Lbs

4 + counterblade

210 cm/83 inch

---

520 kg/1146 Lbs

separate hydraulic pump

www.carrezleon.com

WITH HYDRAULIC 
PICKUP ROLLERS

WITH HYDRAULIC 
PICKUP ROLLERS

INDEPENDENT 
HYDRAULIC PUMP

WITH HYDRAULIC 
PICKUP ROLLERS

INDEPENDENT 
HYDRAULIC PUMP

WITH HYDRAULIC 
PICKUP ROLLERS
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DISC CHIPPERS-SHREDDERS

Min./recommended power:
SPECIFICATIONS

Max. wood cutting diameter:
PTO rotational speed:

Cutting disc diameter:

Cutting disc weight:

Number of knives:
The height of the ejection tube:

Weight:

40/55 HP   

PTO shaft drive: 1 3/8” Z6

Hitch system: Cat. II

130 mm

540-1000 rpm

630 mm

60 kg

4 + counterblade

190 cm

12-23 l/min

Weight: 480 kg

430 kg

RX-130

RX-130  WITH OWN HYDRAULIC SYSTEM:

Internal inlet dimension: 130 x 260 mm

Min./recommended power:
SPECIFICATIONS

Max. wood cutting diameter:
PTO rotational speed:

Cutting disc diameter:

Cutting disc weight:

Number of knives:
The height of the ejection tube:

Weight:

50/85 HP   

PTO shaft drive: 1 3/8” Z6

Hitch system: Cat. II

180 mm

540-1000 rpm

710 mm

95 kg

4 + counterblade

230 cm

15-30 l/min

Weight: 670 kg

635 kg

RX-180

RX-130  WITH OWN HYDRAULIC SYSTEM:

Internal inlet dimension: 180 x 310 mm

Min./recommended power:
SPECIFICATIONS

Max. wood cutting diameter:
PTO rotational speed:

Cutting disc diameter:

Cutting disc weight:

Number of knives:
The height of the ejection tube:

Weight:

80/120 HP   

PTO shaft drive: 1 3/4” Z6

Hitch system: Cat. III

230 mm

540-1000 rpm

920 mm

135 kg

4 + counterblade

255 cm

15-30 l/min

Weight: 900 kg

850 kg

RX-230

RX-130  WITH OWN HYDRAULIC SYSTEM:

Internal inlet dimension: 250 x 380 mm

RX-130 WITH HYDRAULIC 
PICKUP ROLLERS

INDEPENDENT 
HYDRAULIC PUMP

ADDITIONAL 
OPTION:

RX-180 WITH HYDRAULIC 
PICKUP ROLLERS

INDEPENDENT 
HYDRAULIC PUMP

ADDITIONAL 
OPTION:

RX-230 WITH HYDRAULIC 
PICKUP ROLLERS

INDEPENDENT 
HYDRAULIC PUMP

ADDITIONAL 
OPTION:
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BELT CONVEYORS 
 WITH HYDRAULIC MOTOR, 

FOR WOOD CHIPPERS:
230/25 cm - R/RP-100, R/RP-120

300/30 cm - R/RP-150
400/40 cm - RP-200

ACCESSORIES FOR WOOD CHIPPERS

PTO SHAFT WITH FRICTION CLUTCH
LINE 4C - R-60, R-80, RT-630, 

LINE 5C - R-100, R/RP-120, RT-690R, 
LINE 6C - R/RP-150, RT-720R

LINE 8C - RP-200

ADAPTER WITH FRICTION CLUTCH

ADAPTER 4C -  R-60, R-80, RT-630, 
R-100, R/RP-120, RT-690R

ADAPTER 6C - R/RP-150, RT-720R
ADAPTER 8C - RP-200

DOUBLE BAG 
HOLDER FOR 

THE 
CONVEYOR 

BELT

DOUBLE BAG HOLDER FOR 

RASCHEL 
BAGS

(43.3x23.6 inch)

SPARE 
KNIVES/BLADES

SHAFT PTO WITH CLUTCH 
(SHEAR BOLT):

LINE 4: R-60, R-80, RT-630 

ADJUSTABLE 
STAND

for BIG BAG 

FLYWHEEL PULLEY SET 
 WITH COVER

R-60,80:   ø11.8 inch, 53 Lbs, 3x0.67 inch
R/RP-100,120:  ø14.2 inch, 88 Lbs, 3x0.67 inch

R/RP-150:  ø16.5 inch, 121 Lbs, 3x0.67 inch
RP-200:   ø19.7 inch, 176 Lbs, 4x0.67 inch

FLYWHEEL PULLEY SET 
  WITH COVER

R-60,80:   ø300 mm, 24 kg, 3x17mm
R/RP-100,120:  ø360 mm, 40 kg, 3x17mm

R/RP-150:  ø420 mm, 55 kg, 3x17mm
RP-200:  ø500 mm, 80 kg, 4x17mm

For disc chippers: 
RT-630, RTE-630, RTS-630, 

RT-690R, RT-690RH, 
RT-720R, RT-720RH.

EXTENSION 
TUBE OUTLET

1000 mm  
39.4 inch

BAG HOLDER
single

double
















